
PATENT NUMBER:
W02011061596A3

Product usable in organic  
farming according to EC regulation 

834/2007 and 889/2008  

20L
ALL RIGHTS RESERVED

Makro Organics offers the best quality products to ensure a safe 
environment, but cannot be held responsible for any losses or 

damage.

OxyFlow™
Apply to Cooling systems, 
pipe and process water  
systems. 

Reduces scaling, 
calcification, bio-fouling,  
algae clogging and iron  
oxide accumulation. 

Reduces Phosphate,  
phosphorous, nitrate, 
ammonia 
and hardness in process 
water. 

Dosage
Process water ponds:
1L to 200m³ 
(Apply in combination with 
Sludgebuster))

Direct injection: 
1L to 100m³

Direct injection maintenance:
1L to 200m³

OXYFLOW™ is
manufactured from naturally 
occurring plant materials.

INDUSTRIAL



Warning: 
Causes skin irritation 
Causes hand irritation 
Wash hands thoroughly after handling 
Wear protective gloves and eye gear 
If in contact with skin:  
Wash with plenty of water  
If in contact with eyes: 
wash cautiously with water for several 
minutes. Remove contact lenses if  
present and easy to do.  
Continue rinsing. 
If skin irritation occurs, get medical  
attention. 
If eye irritation persists, get medical  
advice / attention. 
Take off contaminated clothing and  
wash before re-use. 
Keep out of reach of children

INDUSTRIAL


