
MAREDO  ST series introduction 

Model:  MAREDO STrac 700 
Power:  6.5 Hp   
Wheel drive: Hydrostatic front wheel drive 
Head drive:  Mechanical PTO drive     
Head lifting:  Hydraulic lifting  
Rear wheel positions: Four positions 
Speed: Forward: 0-6 km/h (0 - 9.5 mph) 

Reverse: 0- 4 km/h (0 - 6.5 mph) 
Width: 90 cm.  / 35” 
Weight: 275 kg. / 605 lb. 

MAREDO is proud and excited to launch the new Maredo ST series machines 

The all new MAREDO ST series machines is an innovative and unique series of machines. The main role in the 
ST series machine is for the STrac 700. The STrac 700 is a pedestrian tool-carrier. The ’tools’ are the MAREDO 
ST heads. These ST heads are equipped with the proved MAREDO quality and technology.   

www.maredo-bv.com 

® 

Model:  MAREDO ST170 FlexFraze-Mower 
Working depth: 0 to - 15 mm.  / 0 - 0.6” 
Blade spacing: 0 mm.  
Blades:  Special hardened steel blades  
Working width: 65 cm.  / 26” 

Model:  MAREDO ST200 Flex-Verticutter    
Working depth: 0 to -25 mm. / 0 to -1” 
Blade spacing: 40 mm. / 1.6 “standard spacing  
Blades:  2.3 mm./0.09’’ Tungsten tipped blades 
Working width: 65 cm.  / 26”  

Model:  MAREDO ST418 VibeDisc-Seeder 
Working depth:   0 to -15 mm. / 0 to -0.6” 
Type of seeder:    Slit seeder  
Slit spacing: 42 mm.   
Dosage:  Adjustable 2 - 15 gr./ m² 
Seedbox capacity: 6 kg. /  13 lb 
Working width:  65 cm. / 26” 

Model:  MAREDO ST210 VibeSpike-Aerator  
Working depth: 0 to - 60 mm.  / 0 to -2.4”  
Spike spacing: 50 mm.  / 2”   
Spikes:  4 mm. /0.16”special hardened steel 
Working width: 65 cm. / 26” 

?? 

New for 2021 

Multiple wheel positions 

possible. Easy to change. 

User friendly controls 

Ultra short    

turning radius 

A couple of unique   

features highlighted: 




