
Equipped with the most 
precise spray application in 
the industry, TeeJet’s 8140 
auto rate controller saves 
you time and money. Setting 
your rate and target 
application is simple.

PRECISE
A Spray Star 300T 
towable sprayer 
allows you to have the 
benefits of a Smithco 
sprayer at a budget 
you can afford.

AFFORDABLE
Just hitch and go. The 
300T towable sprayer 
integrates seamlessly 
into your equipment 
line up.

ADAPTABLE
A high-capacity spray tank
means you get more work 
done in less time.

EFFICIENT

Smithco’s unmatched line of spray equipment now includes a towable
unit - delivering the precise spray application you know and trust.
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Air Cleaner Engine mounted filtration system

Lubrication Full pressurized

Vanguard single air cooledType
Displacement 305 cc
Rated Horsepower 10 hp (7.35 kw)

Cooling Air cooled

Electrical System 10 amp
Fuel Capacity 1 gal (3.8 l)

ENGINE

Agitation Agitator with four venturi volume boosters

300 gal (1135 l)Capacity 
Construction Eliptical polyethylene with UV inhibitors. 16 in (40.6 cm) hinged lid
Filtration Downstream filtration 50 mesh strainer

Pump Rocker switch operated. 10-70 gpm (36-225 lpm). 10-80 psi (0-5.5 bar).
Stainless high volume centrifugal with silicon carbide seals

SPRAY TANK

Height w/ boom up 136 in (3.45 m)

Dry - 2342 lbs (1062 kg)Weight 
Length 164 in (4.16 m)
Width 88  in (2.24 m)

WEIGHTS AND DIMENSIONS

20-130 gal/acre (187.1–1216 l/ha)Application Rates 

SPRAY PERFORMANCE

TIRES, BRAKES AND STEERING

29-14.00 x 15 multi-tracTires

Fresh water wash tank

Water fill meter kit - gallons or liters
Manual hose reel - 200 ft (61 m)
Electric hose reel - 200 ft (61 m)

ACCESSORIES

Chemical clean load safe fill system
Foam marker

3/4 in (19 mm) or 5/8 in (12 mm)
pressure hose kits in 50 ft (15.2 m), 
100 ft (30.5 m) or 200 ft (61 m) lengths

Tank rinse system

Drift reduction boom shield

Pistol grip JD9 spray gun

Minimum drawbar power of 35 hp ( kw)
3500 lb (1587.57 kg) towing capacity

PRODUCT CONFIGURATION

18.5 ft (5.6 m) or 20 ft (6.1 m) Super Boom
TeeJet® Radion 8140 with GPS speed sensor

SPRAY SYSTEMS

Spray Star 300T
SPECIFICATIONS


