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THE SUPERIOR SYNTHETIC BUNKER LINER

Traptex® for Beautiful and Long Lasting Bunkers

Traptex® is manufactured in the USA and produced 
according to the highest technical and quality standards. 
Traptex® is a high quality synthetic fiber bunker lining material 
having excellent drainage and sand retention capabilities with 
enhanced UV resistance.

The unique characteristics of the mate rial derived from the 
dual-locking process employed by Fiber Bond during its 
man ufacture where in the fibers are both needle punched 
(mechanically entangled) and resin-bonded to form a strong 
and durable material.

Because of its very attractive price, we highly recommend 
Traptex® for projects with limited budget and a large total 
sand area.

The following models are available:

HR MR LR MXR
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Benefits

Traptex® is easy  
to install.

Traptex® will give less 
washout problems

Traptex® will reduce 
contamination

Traptex® will lower 
your cost of labor

Better drainage

• High flow drainage capability of Traptex® for greater 
water flow under the sand.

• Rapid drainage of bunker sand to minimize potential for 
sand profile failure.

Overall Benefits

• Sand stability on slopes
• Reduced labour costs
• Reduced erosion
• Reduced contamination

• Better sand consistency
• Improved playability
• Extended sand life
• Aesthetics

 Prevent Wash Outs
 Reduce Contamination
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Traptex® selection

Product Base thickness Roll size W × L Weigth Square Area Feature
HR 22.9 mm 2.286 m × 26.300 m approx. 25.5 kg 60 sqm Plain Liner. High Flow

MR 15.2 mm 2.286 m × 43.800 m approx. 33.5 kg 100 sqm Plain Liner. Medium Flow

LR 7.62 mm 2.286 m × 70.000 m approx. 29.6 kg 160 sqm Plain Liner. Low Flow

MXR 12.1 mm 2.000 m × 40.000 m approx. 32.5 kg 80 sqm Composite Liner. Medium Flow

HR MR LR MXR
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Where Traptex® stands out

Traptex® is a perfect 
fit for your EcoBunker 
projects.

 More Vertically Oriented Fibers
 Mechanical & Resin Fiber Bonds
 Stronger More Durable Products
 Tighter Apparent Open Size (A.O.S.)
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UNPRECEDENTED SUPPORT AND WARRANTY

Our team of professionals are here to answer any of your 
questions from day one of deciding which liner is the perfect 
fit for your course to after the liner has been installed. We know 
the installation process inside-out and we will do everything 
possible to make your installation process as easy as possible 
by providing training on the installation procedures. 

Traptex® product line comes with a 5-year limited and pro-
rated warranty. 
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Traptex® bunker liner features

Traptex®

Sand

Subgrade

drain trench with  
perforated pipe

  Upper surface A.O.S. ~ 0.850 mm (No. 20 US 
Sieve size) provides good sand retentions

  U.V. enhanced fabrics provide 60 day safe 
sunlight exposure. Avoid inevitable sand 
supply timing issues!

  Good retained thickness under load  
when wet

  White color
  High drainage k-values
  Securely bonded and entangled  

‘Double-Locked’ fibers
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centaur-asiapacific.com
e-mail: info@centaur-asiapacific.com

Centaur Asia Pacific has warehousing and workshop facilities in 
Hong Kong, Singapore and Johor Bahru, Malaysia.

Hong Kong Office
Unit 801 & 802 
Wing Fat Industrial Building 
12 Wang Tai Road, Kowloon Bay 
Hong Kong

 
Tel: (852) 2527 0007

Singapore Office
Tel: (65) 8690 6322  

Malaysia Office 
Tel: (60) 7570 5979

Australia Office 
Tel: (61) 450 791 003
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